ACAD FILE: City of Winter Garden Details 3 (Lift Station)
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A PANEL ENCLOSURE NEMA 4x, 304 STAINLESS STEEL (36x31X8in)
B. LS150 PLC/RTU CONTROL PACKAGE
R A 34 C. GFCI/AREA LIGHT CIRCUIT BREAKER (120v)
/ / 32 E. MAIN PANEL CIRCUIT BREAKER (480v)
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sf;‘;filﬁgssiﬂﬁxmf':ﬁ&) U. 3/4IN PVC40 CONDUIT (FLOAT BALL) —
V. MOTOR JUNCTION BOX (8x8x7 IN PVC) %
W. CONTROL/SENSORS TERMINAL STRIP
X. MOTOR TERMINAL BLOCKS
Y. PANEL BREAKER OPERATOR
6. PHASE MONITOR AND SUPPRESSER FUSES WITH BLOCK (500v)
16. ALARM LIGHT FLASHER UNIT (120v)
17. AREA LIGHT SWITCH (W.P. FLUSH)
18. GFCI RECEPTACLE (W.P. BOX AND COVER)
19. CONTROL (X—2) LUG DATE
JANUARY 2008
THE DETAILS, NOTES AND SPECIFICATIONS SHOWN ON THIS SHEET REPRESENT THE NOTED 32 EQUIPMENT GROUND LUG SHEET
STANDARDS OF THE CITY OF WINTER GARDEN FOR CONSTRUCTION OF PUBLIC WORKS AND
UTILITY INFRASTRUCTURE. BY INCLUDING THE STANDARDS, THE DESIGN ENGINEER HAS 34 DEAD FRONT INNER DOOR W/BARRIER (ALUMINUM) 460v SIDE ONLY
ACKNOWLEDGED THAT THEY ARE EFFECTIVE TO THE PROJECT AND THAT DETAILS, NOTES,
OR SPECIFICATIONS ARE AS PROVIDED BY THE CITY AND HAVE NOT BEEN REVISED OR 35 CIRCUIT BREAKER FOR LIGHTING & CONTROL TRANSFORMER (480v)
MODIFIED WITHOUT WRITTEN APPROVAL FROM THE CITY ENGINEER OR UTILITY DIRECTOR.
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